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Department of Defense Instruction 5025.7. 
 
The use of this publication is mandatory for US. Federal Activities participating in Federal 
Catalog System Operations. 
 
BY ORDER OF THE DIRECTOR 
 

 

 

/s/ 

Commander 

Defense Logistics Information Service 

 
  



      
      
      

2 
 

Table of Contents 
 

SECTION 1 ..................................................................................................................................... 3 

Reply Tables ................................................................................................................................. 17 

Reference Drawing Groups ........................................................................................................... 22 

FIIG Change List .......................................................................................................................... 23 

 



 

3 
 

FIIG A543R 
INC 68225 

SECTION 1 
 

SECTION 1 
 

MRC Mode Code Requirements 

NAME D ITEM NAME 

 Definition: A NOUN, WITH OR WITHOUT MODIFIERS, BY WHICH AN ITEM 
OF SUPPLY IS KNOWN. 

 Reply Instructions: Enter the Item Name Code applicable to this FIIG. (e.g., 
NAMED68225*) 

AAXX D MOUNTING TYPE 

 Definition: THE TYPE OF MOUNT UTILIZED TO SUPPORT THE ITEM. 

 Reply Instructions: Enter the applicable Reply Code from the table below. (e.g., 
AAXXDAAB*) 

   
REPLY CODE REPLY (AA78) 
AAB BASE 
AAD BRACKET 
ACZ BRACKET W/DRILLED HOLE 
ADA BRACKET W/THREADED HOLE 
ABA CEMENTED 
AEU FLOOR SURFACE, FREE STANDING 
ACP FLOOR-WALL 
AAX FRAME W/CASTERS 
AFY NONRETRACTABLE NONSWIVEL CASTER 
AGA NONRETRACTABLE SWIVEL CASTER 
AGC RETRACTABLE NONSWIVEL CASTER 
AGE RETRACTABLE SWIVEL CASTER 
ACY WALL SUSPENDED, ROOM INTERIOR 

 

 

ABHP J OVERALL LENGTH 

 Definition: THE DIMENSION MEASURED ALONG THE LONGITUDINAL 
AXIS WITH TERMINATED POINTS AT THE EXTREME ENDS OF THE ITEM. 

 Reply Instructions: Enter the applicable Reply Codes from Tables 1 and 2 below, 
followed by the numeric value. (e.g., ABHPJMA1.1*; 
ABHPJAB32.000$$JAC48.000*). 

 Table 1  
REPLY CODE REPLY (AA05) 
F FEET 
A INCHES 
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MRC Mode Code Requirements 

M METERS 
L MILLIMETERS 

 

 

 Table 2  
REPLY CODE REPLY (AC20) 
A NOMINAL 
B MINIMUM 
C MAXIMUM 

 

 

ABKW J OVERALL HEIGHT 

 Definition: THE DISTANCE MEASURED IN A STRAIGHT LINE FROM THE 
BOTTOM TO THE TOP OF AN ITEM. 

 Reply Instructions: Enter the applicable Reply Codes from Tables 1 and 2 below, 
followed by the numeric value. (e. g., ABKWJMA1.7*; 
ABKWJAB60.000$$JAC72.000*) 

 Table 1  
REPLY CODE REPLY (AA05) 
F FEET 
A INCHES 
M METERS 
L MILLIMETERS 

 

 

 Table 2  
REPLY CODE REPLY (AC20) 
A NOMINAL 
B MINIMUM 
C MAXIMUM 

 

 

ABMK J OVERALL WIDTH 

 Definition: AN OVERALL MEASUREMENT TAKEN AT RIGHT ANGLES TO 
THE LENGTH OF AN ITEM, IN DISTINCTION FROM THICKNESS. 

 Reply Instructions: Enter the applicable Reply Codes from Tables 1 and 2 below, 
followed by the numeric value. (e.g., ABMKJMA1.1*; 
ABMKJAB36.000$$JAC48.000*) 

 Table 1  
REPLY CODE REPLY (AA05) 
F FEET 
A INCHES 
M METERS 
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SECTION 1 
 

MRC Mode Code Requirements 

L MILLIMETERS 
 

 

 Table 2  
REPLY CODE REPLY (AC20) 
A NOMINAL 
B MINIMUM 
C MAXIMUM 

 

 

ADZC D ENVIRONMENTAL PROTECTION 

 Definition: THE ENVIRONMENTAL ELEMENTS OR CONDITIONS THAT AN 
ITEM IS DESIGNED OR PROTECTED TO RESIST OR WITHSTAND 
SATISFACTORILY. 

 Reply Instructions: Enter the applicable Reply Code from the table below. (e.g., 
ADZCDACC*; ADZCDACC$$DACS*) 

   
REPLY CODE REPLY (AA65) 
ABX ABRASION RESISTANT 
AAJ FIRE RESISTANT 
ACC MILDEW RESISTANT 
AGA MOLD RESISTANT 
ACS PERSPIRATION RESISTANT 
AFP RUSTPROOF 
AEF STAIN RESISTANT 

 

 

AEAS * G MAJOR COMPONENTS 

 Definition: THE PRINCIPAL PARTS THAT ARE INCLUDED IN AN 
ASSEMBLED UNIT. 

 Reply Instructions: Enter the reply in clear text. (e.g., AEASGA STAINLESS 
STEEL FRAME, SHOULD STACK OF WEIGHTS, PADDED ADJUSTABLE 
SEAT, GRIPS AND FOOT LEVERAGE TO AID TO INITIATE MOVEMENT*) 

AFJF D SPECIFIC USE 

 Definition: THE REQUIRED PURPOSE OR APPLICATION FOR WHICH THE 
ITEM IS DESIGNED. 

 Reply Instructions: Enter the applicable Reply Code from the table below. (e.g., 
AFJFDHF*) 

   
REPLY CODE REPLY (AD34) 
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MRC Mode Code Requirements 

HF EXERCISE 
DV PHYSICAL THERAPY 
PC TRAINING 

 

 

AHMQ * J STACKING LOAD 

 Definition: THE MAXIMUM LOAD THAT CAN BE POSITIONED ON THE 
ITEM IN THE FORM OF STACKED ITEMS OF THE SAME TYPE. 

 Reply Instructions: Enter the applicable Reply Code from the table below, followed 
by the numeric value. (e.g., AHMQJAJ200.0*) 

   
REPLY CODE REPLY (AG67) 
AJ KILOGRAMS 
AS POUNDS 

 

 

ALBY D USAGE DESIGN 

 Definition: INDICATES THE DESIGNED USE OF THE ITEM. 

 Reply Instructions: Enter the applicable Reply Code from Appendix A , Table 1.(e. 
g., ALBYDAAA*) 

APQB D UNIT TYPE 

 Definition: INDICATES THE TYPE OF UNIT. 

 Reply Instructions: Enter the applicable Reply Code from the table below. (e. g., 
APQBDAEP*; APQBDAEP$$DBPS*) 

   
REPLY CODE REPLY (AK95) 
BPS ADJUSTABLE 
AFG FOLDING 
AFS MOUNTED 
AMB PORTABLE 
AEP STATIONARY 

 

 

ASHR * J WEIGHT 

 Definition: A RELATIVE MEASURE OF AN ITEM WITH RESPECT TO ITS 
DENSITY. 
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 Reply Instructions: Enter the applicable Reply Code from the table below, followed 
by the numeric value. (e.g., ASHRJBA100.0*) 

   
REPLY CODE REPLY (AG69) 
BA KILOGRAMS 
AX POUNDS 

 

 

BCXM * D HAND GRIP TYPE 

 Definition: INDICATES THE TYPE OF HAND GRIP PROVIDED ON THE ITEM. 

 Reply Instructions: Enter the applicable Reply Code from the table below. (e.g., 
BCXMDCR*) 

   
REPLY CODE REPLY (AD28) 
CR BAR 
AE FIXED EXTERNAL HANDLES 
BA GRIPS 
BY HANDLE 
BS STRAP 
EC W/HANDLES OR GRIPS 

 

 

BGFH * J SEAT DEPTH 

 Definition: A MEASUREMENT TAKEN BETWEEN THE FRONT AND BACK 
EDGES OF A SEAT. 

 Reply Instructions: Enter the applicable Reply Codes from Tables 1 and 2 below, 
followed by the numeric value. (e.g.,BGFHJMA0.7*; 
BGFHJAB24.000$$JAC30.000*) 

 Table 1  
REPLY CODE REPLY (AA05) 
F FEET 
A INCHES 
M METERS 
L MILLIMETERS 

 

 

 Table 2  
REPLY CODE REPLY (AC20) 
A NOMINAL 
B MINIMUM 
C MAXIMUM 
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SECTION 1 
 

MRC Mode Code Requirements 

 

BGFJ * J SEAT WIDTH 

 Definition: A MEASUREMENT TAKEN AT RIGHT ANGLES TO THE LENGTH 
OF A SEAT, IN DISTINCTION FROM THICKNESS. 

 Reply Instructions: Enter the applicable Reply Codes from Tables 1 and 2 below, 
followed by the numeric value. (e.g., BGFJJMA0.7*; 
BGFJJAB24.000$$JAC30.000*) 

 Table 1  
REPLY CODE REPLY (AA05) 
F FEET 
A INCHES 
M METERS 
L MILLIMETERS 

 

 

 Table 2  
REPLY CODE REPLY (AC20) 
A NOMINAL 
B MINIMUM 
C MAXIMUM 

 

 

BGFL* J BACK HEIGHT 

 Definition: BACK HEIGHT 

 Reply Instructions: Enter the applicable Reply Codes from Tables 1 and 2 below, 
followed by the numeric value. (e.g., BGFLJMC1.0*; 
BGFLJAB36.000$$JAC42.000*) 

 Table 1  
REPLY CODE REPLY (AA05) 
F FEET 
A INCHES 
M METERS 
L MILLIMETERS 

 

 

 Table 2  
REPLY CODE REPLY (AC20) 
A NOMINAL 
B MINIMUM 
C MAXIMUM 
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MRC Mode Code Requirements 

BGFM * J BACK WIDTH 

 Definition: A MEASUREMENT TAKEN AT RIGHT ANGLES TO THE LENGTH 
OF THE BACK, IN DISTINCTION FROM THICKNESS 

 Reply Instructions: Enter the applicable Reply Codes from Tables 1 and 2 below, 
followed by the numeric value. (e.g., BGFMJMA0.5*; 
BGFMJAB18.000$$JAC24.000*) 

 Table 1  
REPLY CODE REPLY (AA05) 
F FEET 
A INCHES 
M METERS 
L MILLIMETERS 

 

 

 Table 2  
REPLY CODE REPLY (AC20) 
A NOMINAL 
B MINIMUM 
C MAXIMUM 

 

 

BHWY * J SEAT HEIGHT 

 Definition: A MEASUREMENT FROM THE BOTTOM TO THE TOP OF THE 
SEAT, IN DISTINCTION FROM DEPTH. 

 Reply Instructions: Enter the applicable Reply Codes from Tables 1 and 2 below, 
followed by the numeric value. (e.g., BHWYJMA0.5*; 
BHWYJAB18.000$$JAC24.000*). 

 Table 1  
REPLY CODE REPLY (AA05) 
F FEET 
A INCHES 
M METERS 
L MILLIMETERS 

 

 

 Table 2  
REPLY CODE REPLY (AC20) 
A NOMINAL 
B MINIMUM 
C MAXIMUM 
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MRC Mode Code Requirements 

BJHK * D CASTER TYPE 

 Definition: INDICATES THE TYPE OF CASTERS PROVIDED. 

 Reply Instructions: Enter the applicable Reply Code from the table below. (e.g., 
BJHKDAB*) 

   
REPLY CODE REPLY (AL49) 
AH NON SWIVELING WITH SAFETY LATCH 
AE NONSWIVELING 
AF RIGID 
AB STATIONARY 
AD SWIVELING 
AJ SWIVELING WITH SAFETY LATCH 

 

 

CBBL * D FEATURES PROVIDED 

 Definition: THOSE FEATURES, NOT OTHERWISE SPECIFIED, WHICH MAY 
BE REQUIRED FOR PROPER FUNCTIONING OF THE ITEM. 

 Reply Instructions: Enter the applicable Reply Code from Appendix A , Table 2. 
(e.g., CBBLDACC*; CBBLDCEV$$DAUJ*; CBBLDAUJ$DABF*) 

CHKY * D FRAME CONSTRUCTION 

 Definition: THE STRUCTURAL CHARACTERISTIC(S) OF THE FRAME. 

 Reply Instructions: Enter the applicable Reply Code from the table below. (e.g., 
CHKYDAAS*; CHKYDACQ$$DACA*) 

   
REPLY CODE REPLY (AL59) 
ABC FOLDING 
ABD ONE-PIECE 
ABB SECTIONALIZED 
ACA STATIONARY 
AAS TUBULAR 
ACN WELDED ALUMINUM ALLOY 
ACP WELDED STAINLESS STEEL 
ACQ WELDED STEEL 

 

 

CPQL * D ADJUSTABLE SECTION 

 Definition: AN INDICATION OF THE SECTION(S) THAT IS ADJUSTABLE. 
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MRC Mode Code Requirements 

 Reply Instructions: Enter the applicable Reply Code from the table below. (e.g., 
CPQLDACA*; CPQLDACA$$DAAZ*) 

   
REPLY CODE REPLY (AJ91) 
AFU ABDOMINAL 
AAZ BACK 
BTT BETWEEN KNEES 
BTW BETWEEN LEGS 
AFY BODY BOTTOM 
AGC BODY UPPER SIDE 
BMH BOTH LEGS 
AFV CERVICAL 
ATA CHEST 
BFP FOOT REST 
AJL HANDLE 
AKZ HEAD 
CLG HIP 
CLX LOWER LEFT SIDE 
CLY LOWER RIGHT SIDE 
BMJ ONE LEG 
ACA SEAT 
AHB STRAP 

 

 

CYAR D FRAME MATERIAL 

 Definition: THE CHEMICAL COMPOUND OR MECHANICAL MIXTURE 
PROPERTIES OF WHICH THE FRAME IS FABRICATED. 

 Reply Instructions: Enter the applicable Reply Code from the Table below. (e. g., 
CYARDSTB000*; CYARDSTB000$DGSB000*) 

   
REPLY CODE REPLY (MA01) 
ALA000 ALUMINUM 
ALB000 ALUMINUM ALLOY 
GSB000 GLASS FIBER 
STA000 STEEL 
STB000 STEEL CORROSION RESISTING 

 

 

FEAT * G SPECIAL FEATURES 

 Definition: THOSE UNUSUAL OR UNIQUE CHARACTERISTICS OR 
QUALITIES OF AN ITEM NOT COVERED IN THE OTHER REQUIREMENTS 
AND WHICH ARE DETERMINED TO BE ESSENTIAL FOR IDENTIFICATION. 
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SECTION 1 
 

MRC Mode Code Requirements 

 Reply Instructions: Enter the reply in clear text. (e.g., FEATGQUALITY 
CONTROLLED*) 

MARK* G SPECIAL MARKINGS 

 Definition: MARKINGS INCLUDED ON AN ITEM FOR THE PURPOSE OF 
OFFERING INSTRUCTIONS OR WARNINGS OR TO INDICATE THE 
PURPOSE, FUNCTION, OR APPLICATION OF THE ITEM. EXCLUDES 
MANUFACTURERS PART NUMBERS, SYMBOLS, OR THE LIKE. 

 Reply Instructions: Enter all special markings in clear text. (e.g., MARKGBEWARE 
OF MOVING PARTS*) 

SPCL * G SPECIAL TEST FEATURES 

 Definition: TEST CONDITIONS AND RATINGS, OR ENVIRONMENTAL AND 
PERFORMANCE REQUIREMENTS THAT ARE DIFFERENT, MORE 
CRITICAL, OR MORE SPECIFIC THAN THOSE SPECIFIED IN A 
GOVERNING TEST DATA DOCUMENT. 

 Reply Instructions: Enter the reply in clear text. (e.g., SPCLGSELECTED AND 
TESTED FOR HIGH STRENGTH*). 

TEST * J TEST DATA DOCUMENT 

 Definition: THE SPECIFICATION, STANDARD, DRAWING, OR SIMILAR 
INSTRUMENT THAT SPECIFIES ENVIRONMENTAL AND PERFORMANCE 
REQUIREMENTS OR TEST CONDITIONS UNDER WHICH AN ITEM IS 
TESTED AND ESTABLISHES ACCEPTABLE LIMITS WITHIN WHICH THE 
ITEM MUST CONFORM IDENTIFIED BY AN ALPHABETIC AND/OR 
NUMERIC REFERENCE NUMBER. INCLUDES THE COMMERCIAL AND 
GOVERNMENT ENTITY (CAGE) CODE OF THE ENTITY CONTROLLING 
THE INSTRUMENT. 

 Reply Instructions: Enter the applicable Reply Code from the table below, followed 
by the 5-position CAGE code, a dash, and the document identification number. (e.g., 
TESTJA12345-CWX654321*; TESTJA12345-654321$$JB55566\N66354*; 
TESTJA12345-654321$JB55566-663654*) 

   
REPLY 
CODE 

REPLY (AC28) 

A SPECIFICATION (Includes engineering type bulletins, 
brochures, etc., that reflect specification type data in 
specification format; excludes commercial catalogs, 
industry directories, and similar trade publications, 
reflecting general type data on certain environmental and 
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SECTION 1 
 

MRC Mode Code Requirements 

performance requirements and test conditions that are 
shown as "typical", "average", "nominal", etc.) 

B STANDARD (Includes industry or association standards, 
individual manufacturer standards, etc.) 

C DRAWING (This is the basic governing drawing, such as a 
contractor drawing, original equipment manufacturer 
drawing, etc; excludes any specification, standard, or other 
document that may be referenced in a basic governing 
drawing.) 

 

 

ZZZT * J NONDEFINITIVE SPEC/STD DATA 

 NOTE: If the specification/standard cited in reply to MRC ZZZK is nondefinitive, 
reply to MRC ZZZT. This reply is the data which is not recorded in Segment C. 

 Definition: THE NUMBER, LETTER, OR SYMBOL THAT INDICATES THE 
TYPE, STYLE, GRADE, CLASS, AND THE LIKE, OF AN ITEM IN A 
NONIDENTIFYING SPECIFICATION OR STANDARD. 

 Reply Instructions: Enter the applicable Reply Code from Appendix A , Table 3, 
followed by the appropriate number, letter, or symbol. (e.g., ZZZTJTY1*; 
ZZZTJTY1$$JSTA*; ZZZTJTY1$JSTA*) 

ZZZK * J SPECIFICATION/STANDARD DATA 

 Definition: THE DOCUMENT DESIGNATOR OF THE SPECIFICATION OR 
STANDARD WHICH ESTABLISHED THE ITEM OF SUPPLY. 

 Reply Instructions: Enter the applicable Reply Code from the table below, followed 
by the Commercial and Government Entity (CAGE) Code of the entity controlling 
the document, a dash, and the document designator. The agency that controls the 
limited coordination document must be preceded and followed by a slash following 
the designator. The word canceled or superseded must be preceded and followed by a 
slash for the designator. Professional and industrial association 
specifications/standards are differentiated from a manufacturer's specification in that 
the data has been coordinated and published by the professional and industrial 
association. Include amendments and revisions where applicable. 

 (e.g., ZZZKJT81337-30642B*; 

 ZZZKJS81349-MIL-D-180 REV1/CANCELED/*; 

 ZZZKJP80205-NAS1103*; 

 ZZZKJS81349-MIL-C-1140C/CE/*; 
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 ZZZKJT81337-30642B$$JP80205-NAS1103*) 

   
REPLY 
CODE 

REPLY (AN62) 

S GOVERNMENT SPECIFICATION 
T GOVERNMENT STANDARD 
D MANUFACTURERS SOURCE CONTROL 
R MANUFACTURERS SPECIFICATION 
N MANUFACTURERS SPECIFICATION CONTROL 
M MANUFACTURERS STANDARD 
B NATIONAL STD/SPEC 
A PROFESSIONAL/INDUSTRIAL ASSOCIATION 

SPECIFICATION 
P PROFESSIONAL/INDUSTRIAL ASSOCIATION 

STANDARD 
 

 

ZZZW * G DEPARTURE FROM CITED DOCUMENT 

 Definition: THE TECHNICAL DIFFERENTIATING CHARACTERISTIC(S) OF 
AN ITEM OF SUPPLY WHICH DEPARTS(S) FROM THE TEXT OF A 
SPECIFICATION OR A STANDARD IN THAT IT REPRESENTS A SELECTION 
OF CHARACTERISTICS STATED IN THE SPECIFICATION OR STANDARD 
AS BEING OPTIONAL, OR A VARIATION FROM ONE OR MORE OF THE 
STATED CHARACTERISTICS, OR AN ADDITIONAL CHARACTERISTIC 
NOT STATED IN THE SPECIFICATION OR STANDARD. 

 Reply Instructions: Enter the reply in clear text. (e.g., ZZZWGAS MODIFIED BY 
MATERIAL*) 

ZZZX * G DEPARTURE FROM CITED DESIGNATOR 

 Definition: THE VARIATION WHEN THE ITEM IS IN CONFORMITY WITH A 
TYPE DESIGNATOR COVERED BY A SPECIFICATION OR STANDARD, 
EXCEPT IN REGARD TO ONE OR MORE TECHNICAL DIFFERENTIATING 
CHARACTERISTICS. 

 Reply Instructions: Enter the reply in clear text. (e.g., ZZZXGFRAME AS 
MODIFIED BY MATERIAL*) 

ZZZY * G REFERENCE NUMBER DIFFERENTIATING 
CHARACTERISTICS 

 Definition: A FEATURE OF THE ITEM OF SUPPLY WHICH MUST BE 
SPECIFICALLY RECORDED WHEN THE REFERENCE NUMBER COVERS A 
RANGE OF ITEMS. 
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 Reply Instructions: Enter the reply in clear text. (e.g., ZZZYGCOLOR CODED 
LEADS*; ZZZYGAS DIFFERENTIATED BY MATERIAL*) 

CRTL * A CRITICALITY CODE JUSTIFICATION 

 Definition: THE MASTER REQUIREMENT CODES OF THOSE 
REQUIREMENTS WHICH ARE TECHNICALLY CRITICAL BY REASON OF 
TOLERANCE, FIT, PERFORMANCE, OR OTHER CHARACTERISTICS 
WHICH AFFECT IDENTIFICATION OF THE ITEM. 

 Reply Instructions: Enter the Master Requirement Code for the requirement, the 
reply to which renders the item as being critical. (e.g., CRTLAAKJA*; 
CRTLAAKJA$$ACSGS*) 

 Reply to this requirement only if the header record for the item identification for the 
item being identified has been coded as critical. 

PRPY * A PROPRIETARY CHARACTERISTICS 

 NOTE: If Document Availability Code B, D, F, or H, reply to MRC PRPY. 

 Definition: IDENTIFICATION OF THOSE CHARACTERISTICS INCLUDED IN 
THE DESCRIPTION FOR WHICH A NON-GOVERNMENT ACTIVITY HAS 
IDENTIFIED ALL OR SELECTED CHARACTERISTICS OF THE ITEM AS 
BEING PROPRIETARY AND THEREFORE RESTRICTED FROM RELEASE 
OUTSIDE THE GOVERNMENT WITHOUT PRIOR PERMISSION OF THE 
ORIGINATOR OF THE DATA. 

 Reply Instructions: Enter the MRC codes of the individual characteristics of the 
description which are marked proprietary on the technical data, using AND coding 
($$) for multiple characteristics. If all the MRCs are proprietary, enter the reply 
PACS. If none of the MRCs is proprietary, enter the reply NPAC. (e.g., 
PRPYAPACS*; PRPYANPAC*; PRPYAAKJA$$ACSGS*) 

ELRN * G EXTRA LONG REFERENCE NUMBER 

 Definition: A REFERENCE NUMBER EXCEEDING 32 POSITIONS. 

 Reply Instructions: Enter the entire reference number. Do not include the 5-position 
Commercial and Government Entity (CAGE) Code unless there is more than one 
extra long reference number on the NSN, (e.g., 
ELRNGANN112036BIL060557LEN313605UZ62365*). 



 

16 
 

FIIG A543R 
INC 68225 

SECTION 1 
 

MRC Mode Code Requirements 

 If there is more than one extra long reference number on the NSN, include the CAGE 
or NCAGE and separate each reference by using the "&" character, (e.g., 28480 
ANN112036BIL060557LEN313605UZ62365 & S1234 
NN112036BIL060557LEN313605UZ62365). 

 In determining quantity of characters in the reference number, count will be made 
after modification in accordance with Volume 2, Chapter 9, FLIS Procedures 
Manual, DoD 4100.39-M. 

CXCY * G PART NAME ASSIGNED BY CONTROLLING AGENCY 

 Definition: THE NAME ASSIGNED TO THE ITEM BY THE GOVERNMENT 
AGENCY OR COMMERCIAL ORGANIZATION CONTROLLING THE DESIGN 
OF THE ITEM. 

 Reply Instructions: Enter the reply in clear text. (e.g., CXCYGLINE PROCESSOR 
CONTROL BOARD*) 

CLQL * G COLLOQUIAL NAME 

 Definition: A COMMON USAGE NAME BY WHICH AN ITEM IS KNOWN. 

 Reply Instructions: Enter the reply in clear text. (e.g., CLQLGWOVEN WIRE 
CLOTH*) 
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Table 1 - USAGE DESIGN 
USAGE DESIGN 

REPLY CODE REPLY (AH21) 
BMV ABDOMEN 
BPQ ANKLE 
BPS ARM 
AQT CARPUS 
AQW ELBOW 
AQX ENTIRE HAND 
BBA FEET 
AQY FEMORAL 
AWD FEMORAL BONE 
BMC FINGER 
ARA FOREARM 
ANC HAND 
AJD HIP 
ARC HUMERUS 
AAT INDOOR 
ARD KNEE 
AAA LEG BELOW KNEE 
BBK LOWER LIMBS 
BBL LOWER TORSO 
ARE METACARPUS 
BBM NECK 
AAV OUTDOOR 
ARF PHALANGE 
ARH THIGH 
BMD THUMB 
ARG TIBIA 
AWE TIBIAL BONE 
BBN UPPER TORSO, BACK 
BBP UPPER TORSO, FRONT 
BPR WAIST 
ARJ WHOLE ARM 
ARK WHOLE LEG 
BME WRIST 
 

Table 2 - FEATURES PROVIDED 
FEATURES PROVIDED 

REPLY CODE REPLY (AN47) 
BVW ADHERING STRAP 
AAW ADJUSTABLE ROTATION STOP 
ARF BRAKE SHOE 
AUJ CASTERS 
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REPLY CODE REPLY (AN47) 
AFN CHAIN 
BXU ELASTIC STRAP 
FXL FOOTPLATE 
ABF FUNGUS PROOFING 
AGJ FUNGUS RESISTANT TREATMENT 
AQK HANDLE 
AVL LEVELING DEVICE 
AKG LOCKING DEVICE 
ABJ MOISTURE PROOFING 
DQU MULTI-GROOVE PULLEY 
FPU NON-SLIP GRIP 
CEV NONALLERGENIC/.NONTOXIC 
ACC PULLEY 
FXM RACK FOR DUMBELLS OR WEIGHT PLATES 
AJT RETRACTABLE REEL 
FXN ROLLER PADS 
EKW ROPE/PULLEY 
DFV RUBBER BUMPER 
EKY SAFETY LOCKS 
ABL SALT WATER RESISTANT 
AZB SUSPENSION BAR 
EKM VELCRO CLOSURE STRAPS 
BKN W/HOOKS 
AYU WALL MOUNT KIT 
FXP WEIGHT SHROUDS 
FXQ WEIGHT STACKS 
AGF WIRE ROPE 
BRW WITH STRAP 
 

Table 3 - NONDEFINITIVE SPEC/STD DATA 
NONDEFINITIVE SPEC/STD DATA 

REPLY CODE REPLY (AD08) 
AL ALLOY 
AN ANNEX 
AP APPENDIX 
AC APPLICABILITY CLASS 
AR ARRANGEMENT 
AS ASSEMBLY 
AB ASSORTMENT 
BX BOX 
CY CAPACITY 
CA CASE 
CT CATEGORY 
CL CLASS 
CE CODE 
CR COLOR 
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REPLY CODE REPLY (AD08) 
CC COMBINATION CODE 
CN COMPONENT 
CP COMPOSITION 
CM COMPOUND 
CD CONDITION 
CS CONSTRUCTION 
DE DESIGN 
DG DESIGNATOR 
DW DRAWING NUMBER 
EG EDGE 
EN END 
FY FAMILY 
FG FIGURE 
FN FINISH 
FM FORM 
FA FORMULA 
GR GRADE 
GP GROUP 
BA IMAGE COLOR 
NS INSERT 
TM ITEM 
KD KIND 
KT KIT 
LG LENGTH 
LT LIMIT 
MK MARK 
AA MARKER 
ML MATERIAL 
BB MAXIMUM DENSITY 
MH MESH 
ME METHOD 
BC MINIMUM DENSITY 
MD MODEL 
MT MOUNTING 
NR NUMBER 
PT PART 
PN PATTERN 
PC PHYSICAL CONDITION 
PS PIECE 
PL PLAN 
PR POINT 
QA QUALITY 
RN RANGE 
RT RATING 
RF REFERENCE NUMBER 
SC SCHEDULE 
SB SECTION 
SL SELECTION 
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REPLY CODE REPLY (AD08) 
SE SERIES 
SV SERVICE 
SX SET 
SA SHADE 
SH SHAPE 
SG SHEET 
SZ SIZE 
PZ SPECIES 
SQ SPECIFICATION SHEET 
SD SPEED 
ST STYLE 
SS SUBCLASS 
SF SUBFORM 
SP SUBTYPE 
SN SURFACE CONDITION 
SY SYMBOL 
SM SYSTEM 
TB TABLE 
TN TANNAGE 
TP TEMPER 
TX TEXTURE 
TK THICKNESS 
TT TREATMENT 
TR TRIM 
TY TYPE 
YN UNIT 
VA VARIETY 
WT WEIGHT 
WD WIDTH 
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No table of contents entries found. 
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FIIG Change List 
 

FIIG Change List, Effective March 5, 2010 

Change FIIG Title to include New Item Name Code 68432. 
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